Exhibit A-7
y SOLE SOURCE FACILITY JUSTIFICATION

MIRaCOSTA TRANSMITTAL
-

Public Contract Code section 3400 provides, in pertinent part, that:

“(a) The Legislature finds and declares that it is the intent of this section to encourage contractors and
manufacturers to develop and implement new and ingenious materials, products, and services that
function as well, in all essential respects, as materials, products, and services that are required by a
contract, but at a lower cost to taxpayers.

(b) No agency of the state, nor any political subdivision, municipal corporation, or district, nor any public
officer or person charged with the letting of contracts for the construction, alteration, or repair of public
works, shall draft or cause to be drafted specifications for bids, in connection with the construction,
alteration, or repair of public works, (1) in a manner that limits the bidding, directly or indirectly, to any
one specific concern, or (2) calling for a designated material, product, thing, or service by specific brand or
trade name unless the specification is followed by the words “or equal” so that bidders may furnish any
equal material, product, thing, or service. In applying this section, the specifying agency shall, if aware of an
equal product manufactured in this state, name that product in the specification. Specifications shall
provide a period of time prior to or after, or prior to and after, the award of the contract for submission of
data substantiating a request for a substitution of “an equal” item. If no time period is specified, data may
be submitted any time within 35 days after the award of the contract.

(c) Subdivision (b) is not applicable if the awarding authority, or its designee, makes a finding that is
described in the invitation for bids or request for proposals that a particular material, product, thing, or
service is designated by specific brand or trade name for any of the following purposes:

(2) In order to match other products in use on a particular public improvement either completed or in the course
of completion.”

Zurn Wilkins Backflow Devices

This is a sole source procurement because:

This is a sole provider of a licensed, copyrighted or patented good or service.

This is a sole provider of items compatible with existing equipment or systems.

This is a sole provider of factory-authorized warranty service.

This is a sole provider of goods or services that perform a unique function in order to meet the specialized
needs of the District. Please provide specific detail below.

jOOo

The Zurn Wilkins backflow devices are designed for installation on potable water lines to protect against
both backsiphonage and backpressure of contaminated water into the potable water supply. Assembly
shall provide protection where a potential health hazard exists.
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@ There are overriding circumstances upon which the Board can find that the exception found in Public
Contract Code section 3400 (c) (2) applies to the identified product(s). Please provide specific detail below
as to what those circumstances are, and why this sole source procurement would be in the best interest
of the District.

The District standardized on the Zurn Wilkins backflow devices for the past seven (7) on all three (3)
campuses. The risk factors and challenges stated below present overriding circumstances which would
negate the benefit that any competitive bid could offer:

e Designed to protect against backsiphonage and backpressure of contaminated water into the
potable water supply.

e Protects against potential health hazards in water supply.

¢ Incorporates metered by-pass detection leads and unauthorized water use.

e Limit product inventory for replacement and repair parts and pieces on the campus irrigation
systems.

What steps were taken to verify that these goods or services are not available elsewhere?

David Vaugh, the District’s irrigation and fire water consultant provided the recommendation to
standardize on these backflow devices based on his years of service working on numerous community
colleges and other businesses in North San Diego County.

See Supplier and Contractor Information Page Below For Contact Details.

This is a restricted brand or trade name, and no substitutions are allowed because:

M The requested product is an integral repair part or accessory compatible with existing equipment or
systems.

Existing Equipment/System: 2”- 10" Backflow Devices
Manufacturer/Model Number: Zurn Wilkins/Model #975XL2

M The District has standardized on the requested product, and use of another brand/model would require
considerable time and funding to evaluate or implement. Please provide additional detail below.

The District has standardized on the Zurn Wilkins backflow devices for the past seven (7) years and use
of other brands for new buildings and replacement of existing systems would result in the need for on-
hand inventory of numerous parts and pieces to support the irrigation and fire water on all three (3)
campuses.

Supplier or Contractor Information:

Zurn Wilkins Industries, L1LC
1747 Commerce Way
Paso Robles, CA 93446

(855) 663-9876
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RECOMMENDATION

Sufficient evidence has been provided upon which the Board can find that the exception found in Public Contract
Code section 3400 (c) (2) applies to the identified product(s). Approve a finding to authorize use of the above stated
exception for Zurn Wilkins Backflow Devices in the MiraCosta Design Standards Manual for all the projects in the MM
program. Require that said finding be included in all pertinent bid/proposal documents for those projects where
such product(s) will be used.

SIGNATURE:
I
Tom Macias, Facilities Director Date

¥ 2%7

Geoff Bachanas, PMO Director Date'
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Exhibit B-7

SOLE SOURCE ARCHITECT/ENGINEERING
JUSTIFICATION SUMMARY REPORT
TRANSMITTAL

Steinberg Hart
125 S Market Street, Suite 110
San Jose, CA 95113

September 1, 2018

Re: Zurn Wilkins Backflow Devices

Within the Design & Construction Standards MiraCosta CCD has identified or designed various
proprietary systems or products that meet specific District performance requirements, allow for
seamless integration into existing systems, provide ease of maintenance, and afford a lower total cost
of ownership. In these instances, the District is requesting that these systems and products shall be
provided without substitution. The following Specification Section 22 11 03 is one that meets these
special requirements.

Our experience working with other Colleges and Universities shows that single sources for some
materials, products, equipment, and systems is a common approach to achieving best value.

We have reviewed the facility justification transmittal for the above-referenced item and believe that
the District’s sole-sourcing of this specification section meets the requirements for District’s benefit as
described above.

Sincerely,
Steinberg Hart

Rob Barthelman
Principal

125 S Market Street #110
www.steinberghart.com San Jose CA 95113



ZURN.

WILKINS

Model 975XL2

Reduced Pressure Principle Assembly

Application

Ideal for use where Lead-Free* valves are required. Designed
for installation on potable water lines to protect against both
backsiphonage and backpressure of contaminated water into
the potable water supply. Assembly shall provide protection
where a potential health hazard exists.

Standards Compliance

e ASSE® Listed 1013

¢ IAPMO® Listed

e CSA® Certified B64.4

e AWWA Compliant C511

e Approved by the Foundation for Cross Connection
Control and Hydraulic Research at the University of
Southern California

e Meets the requirements of NSF/ANSI 61*

*(0.25% MAX. WEIGHTED AVERAGE LEAD CONTENT)

e UL® Classified (less shut-off valves or with OS&Y valves)

¢ C-UL® Classified

Materials
Main valve body
Access covers

Low Lead Cast Bronze ASTM B 584
Low Lead Cast Bronze ASTM B 584

Fasteners Stainless Steel, 300 Series

Elastomers Silicone (FDA Approved)
Buna Nitrile (FDA Approved)

Polymers Noryl™

Springs Stainless Steel, 300 series

Ball valve handles Stainless Steel

Features

Sizes: 3/4", 1", 1-1/4", 1-1/2", 2"

Maximum working water pressure 175 PSI
Maximum working water temperature 180°F
Hydrostatic test pressure 350 PSI

End connections Threaded ANSI B1.20.1

Relief Valve discharge port:
3/4” -1 - 0.63sq.in.
11/4”-2” 1.19 sq. in.

Dimensions & Weights (do not include pkg.)

S

NSF/ANSI 61
Options
(Suffixes can be combined)
- with full port QT ball valves (standard)

MS - with integral relief valve monitor switch

S - with bronze "Y" type strainer

BMS - with battery operated monitor switch

FT - with integral male 45° flare SAE test fitting
with test cocks up
with union swivel elbows (3/4" & 1")
with street elbows (3/4" & 1")
with union ball valves
with Z-Bite™ push fit connections* (1/2"-1" only)
with Z-Press™ press fit connections*

I
o
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*Fittings ship in box with valve and must be threaded into
valve by hand on site.

Accessories

] Air gap (Model AG)

[] Repair kits (rubber only)

[] Thermal expansion tank (Mdl. XT)

[] Soft seated check valve (Model 40XL2)
[] Shock arrester (Model 1250XL)

] QT-SET Quick Test Fitting Set

[] Ball valve handle locks

[] Test Cock Lock (Model TCL24)

OPTIONAL LEAD-FREE STRAINER
; (MODEL SXL)

DIMENSIONS (approximate)
MODEL B
WITH BALL
SIZE A C D E F G VALVES
in. mm in. mm in. mm in. |mm| in. | mm in mm | in. [ mm in. mm | Ibs. kg
3/4 20 12 305 7 3/4 197 | 21/8 | 54 3 76 [ 31/2] 89 5 127 | 161/8 | 410 | 12 55
1 25 13 330 7 3/4 197 | 21/8 | 54 3 76 [ 31/2] 89 5 127 | 17 3/8 | 441 | 14 6.4
11/4 | 32 17 432 | 101516 | 278 [ 23/4 | 70 |31/2| 89 5 12716 3/4 | 171 229/16 | 573 | 28 | 12.7
11/2 | 40 (17 3/8 | 441 | 1015/16 | 278 [ 23/4 | 70 |31/2| 89 5 12716 3/4 | 171 (24 1/16 | 611 | 28 | 12.7
2 50 | 181/2| 470 | 1015/16 | 278 | 23/4 | 70 |31/2| 89 5 12716 3/4 | 171 | 261/2 | 673 | 34 | 154
Zurn Industries, LLC | Wilkins Rev. F
1747 Commerce Way, Paso Robles, CA U.S.A. 93446 Ph. 855-663-9876, Fax 805-238-5766 Date: 9/16

In Canada | Zurn Industries Limited

3544 Nashua Drive, Mississauga, Ontario L4V 1L2 Ph. 905-405-8272, Fax 905-405-1292

WWW.Zurn.com

Document No. BF-975XL2(LG)
Product No. Model 975XL2(LG)
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Flow Characteristics < Rated Flow (established by approval agencies)

MODEL 975XL2 3/4",1",11/4",1 1/2" & 2" (STANDARD & METRIC)
FLOW RATES (I/s)
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Typical Installation Capacity thru Schedule 40 Pipe
Local codes shall govern installation requirements. To be - - pacty P
installed in accordance with the manufacturers’ instructions Pipe size | Sf/sec | 7.5ft/sec | 10 ft/sec | 15 ft/sec
and the latest edition of the Uniform Plumbing Code. Unless 1/8" 1 1 2 3
otherwise specified, the assembly shall be mounted at a mini- 1/4" 2 2 3 5
mum of 12” (305mm) and a maximum of 30” (762mm) above -
adequate drains with sufficient side clearance for testing and 3/8 3 4 6 9
maintenance. The installation shall be made so that no part of 1/2" 5 7 9 14
the unit can be submerged. 3/4" 8 12 17 25
1" 13 20 27 40
11/4" 23 35 47 70
11/2" 32 48 63 95
2" 52 78 105 167
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CENTRAL
STATION OPTIONAL LEAD-FREE STRAINER
ALARM /_ (MODEL SXL)
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(Shown w/optional BMS)

Specifications
The Reduced Pressure Principle Backflow Preventer shall be certified to NSF/ANSI 61 shall be ASSE® Listed 1013, rated to

180°F, and supplied with full port ball valves. The main body and access covers shall be low lead bronze (ASTM B 584), the
seat ring and all internal polymers shall be Noryl™ and the seat disc elastomers shall be silicone. The first and second checks
shall be accessible for maintenance without removing the relief valve or the entire device from the line. If installed indoors, the
installation shall be supplied with an air gap adapter and integral monitor switch. The Reduced Pressure Principle Backflow
Preventer shall be a ZURN WILKINS Model 975XL2.

Zurn Industries, LLC | Wilkins

1747 Commerce Way, Paso Robles, CA U.S.A. 93446 Ph. 855-663-9876, Fax 805-238-5766
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