| ATTACHMENT A
L~ SOLE SOURCE FACILITY JUSTIFICATION
Gep ot ~ TRANSMITTAL

Public Contract Code section 3400 provides, in pertinent part, that:

“(a) The Legislature finds and declares that it is the intent of this section to encourage contractors and
manufacturers to develop and implement new and ingenious materials, products, and services that
function as well, in all essential respects, as materials, products, and services that are required by a
contract, but at a lower cost to taxpayers.

(b) No agency of the state, nor any political subdivision, municipal corporation, or district, nor any public
officer or person charged with the letting of contracts for the construction, alteration, or repair of public
works, shall draft or cause to be drafted specifications for bids, in connection with the construction,
alteration, or repair of public works, (1) in @ manner that limits the bidding, directly or indirectly, to any
one specific concern, or (2) calling for a designated material, product, thing, or service by specific brand or
trade name unless the specification is followed by the words “or equal” so that bidders may furnish any
equal material, product, thing, or service. In applying this section, the specifying agency shall, if aware of an
equal product manufactured in this state, name that product in the specification. Specifications shall
provide a period of time prior to or after, or prior to and after, the award of the contract for submission of
data substantiating a request for a substitution of “an equal” item. If no time period is specified, data may
be submitted any time within 35 days after the award of the contract.

(c) Subdivision (b) is not applicable if the awarding authority, or its desighee, makes a finding that is
described in the invitation for bids or request for proposals that a particular material, product, thing, or
service is designated by specific brand or trade name for any of the following purposes:

(2) In order to match other products in use on a particular publicimprovement either completed or in the course
of completion.”

HID Access Control/Alarm Readers

This is a sole source procurement because:
This is a sole provider of items compatible with existing equipment or systems.
B This is a sole provider of items compatible with existing equipment or systems.
This is a sole provider of factory-authorized warranty service.
This is a sole provider of goods or services that perform a unique function in order to meet the specialized
needs of the District. Please provide specific detail below.

The HID Access Control/Alarm Readers are the only access control/alarm readers compatible with the
District’s current access control system,

M There are overriding circumstances which negate the benefit of compliance with applicable code and District
policy regarding competitive bidding processes. Below are specific details below as to what those
circumstances are, and why this sole source procurement would be in the best interest of the District.

There are multiple security and Access Control systems that have been installed districtwide over a 12-year
period. This has resulted in a complex and highly evolved integrated security and Access Control network. The
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risk factors and challenges stated below present overriding circumstances which would negate the benefit that
any competitive bid could offer:

Risk of security exposure to property during transition to new system.

Lack of security, access control service and security monitoring during the conversion.

Cost of removal, disassembly and replacement of existing infrastructure, hardware and software.
Additional costs for new infrastructure, new server software, client software, new licenses and training of
staff.

e Potential for system incompatibility and/or failure to integrate with existing access control and security
systems.

HID Global is the sole manufacturer of the District’'s current security and access Control equipment
infrastructure, and its affiliated franchises are the exclusive providers of the service, maintenance and
monitoring required to support the system. Due to the proprietary nature of the District’s security and access
Control infrastructure, it has been determined that HID Global is the only vendor who can provide products,
for the Existing security and access Control system.

What steps were taken to verify that these goods or services are not available elsewhere?

See Supplier and Contractor Information Page Below For Contact Details.

Each vendor was asked whether or not their firm could provide service, maintenance and monitoring to the
HID access control/alarm readers without removing, replacing or otherwise modifying the current
equipment?

This is a restricted brand or trade name, and no substitutions are allowed because:

M The requested product is an integral repair part or accessory compatible with existing security equipment and
Access control systems.

Existing Equipment/System: HID Access Control/Alarm Readers
Manufacturer/Model Number: HID RP40 SE

M The District has standardized on the requested product, and use of another brand/model would require
considerable time and funding to evaluate or implement. Please provide details below:

Over the last 12 year, the District has invested in a proprietary security and access control systems at all
three campuses. Any change in the current system would incur considerable time and funding for evaluation
and implementation. Such a change would involve the hiring of architects, engineers and security
consultants to redesign and segregate the security and Access control systems. These planning costs would
be in addition to the monthly monitoring, servicing, maintenance and re-training costs impacted if the access
control and security systems are changed due to not sole sourcing the access control/alarm readers.

Supplier or Contractor Information:

HID Global

611 Center Ridge Drive
Austin TX 78753

(512) 776- 9000
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RECOMMENDATION

Sufficient evidence has been provided upon which the Board can find that the exception found in Public Contract
Code section 3400 (c) (2) applies to the identified product(s). Approve a finding to authorize use of the above stated
exception for Access Control/Alarm Readers in the MiraCosta Design Standards Manual for all the projects in the MM
program. Require that said finding be included in all pertinent bid/proposal documents for those projects where
such product(s) will be used.

SIGNATURE:
% / /187y
Tom Macias, Facilities Director Date
/( f
_— A4 _/ {f
= PN /
Geoff Bachanas, PMO Director Date’ /
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ATTACHMENT B

SOLE SOURCE ARCHITECT/ENGINEERING
JUSTIFICATION SUMMARY REPORT
TRANSMITTAL

September 1, 2018

Re: HID Access Control Alarm Readers

Within the Design & Construction Standards MiraCosta CCD has identified or designed various proprietary
systems or products that meet specific District performance requirements, allow for seamless integration
into existing systems, provide ease of maintenance, and afford a lower total cost of ownership. In these
instances, the District is requesting that these systems and products shall be provided without substitution.
The following Specification Section 28 00 00 is one that meets these special requirements.

Our experience working with other Colleges and Universities shows that single sources for some materials,
products, equipment, and systems is a common approach to achieving best value.

We have reviewed the facility justification transmittal for the above-referenced item and believe that the
District’s sole-sourcing of this specification section meets the requirements for District’s benefit as described
above.

Sincerely,

Joe Si
Associate Principal/Senior Manager

523 W 6th Street #245
Los Angeles CA 90014
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MUltiCLASS
Readers

HIGHLY ADAPTABLE AND SECURE HIGH FREQUENCY
ACCESS CONTROL SOLUTION

s Powerfully Secure - Provides layered security beyond the card media for added protection to
identity data using SIOs.

L] Adaptable - Interoperable with a growing range of technologies and form factors including
mobile devices utilizing Seos™.

n Interoperable - Open Supervised Device Protocol (OSDP) for secure, bidirectional
communication.

] Streamlined Migration - Simultaneous support for 125 kHz HID Prox®, AWID and EM4102 for
seamless migration; field programmable for secure upgrades and extended lifecycle.

HID Global's iCLASS SE” platform goes MIFARE DESFire EV1 with custom data
beyond the traditional smart card model models and other leading technologies.
to offer a secure, standards-based and
flexible platform that has become the new Additionally, multiCLASS SE readers support
benchmark for highly adaptable, interoperable mobile devices utilizing Seos, enabling a new
and secure access control solutions. class of portable identity credentials that can
be securely provisioned and safely embedded
multiCLASS SE™ readers simplify migration into both fixed and mobile devices.
from legacy technologies with support 125
] kHz for HID Prox, Indala, AWID and EM4102, As part of HID Global's iCLASS SE platform that
MultiCLASS SE readers include Open and provide customers the assurance that is based on the Secure Identity Object™ (SIO¥)
Supervised Device Protocol (OSDP). their existing investments can be leveraged data model and Trusted identity Platform® (TIP™),
= e = to enhance thelr system as business the powerfully secure multiCLASS SE readers
(Ssel ﬁl)',gtg';§2:1d61t2?g fggsﬂgse (': \PN)] t;_ovi & requirements change. The technology- offer advanced features such as layered security
. v . independent readers also support iICLASS® beyond the card media and tamper-proof
secure communications and central = b X ; h X
management. Seos™ and iICLASS _SE credential platforms, prptectlon of keys/cryptographic operations
as well as standard iCLASS, MIFARE and using EALS+ secure element hardware.

POWERFULLY SECURE:

Ensures dat

INTEROPERABLE;
- M

0f creny

5 ;

o o rogr ) tieort tor i} 44 4 MIFARE and MIFARE

hidglobal.com
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— RP10 RP1S RP40 RPK40
I
900P 910P 920P 921P
Base Part Number 900L 910L ‘ 920L 9211

B G

Al vure

iCLASS Seos: 1.2 (3 cm)
iCLASS: 3.7" (8 cm)
MIFARE Classic: 2.8” (7 cm)

MIFARE DESFire EV1: 1.2" (3 cm)

iCLASS Seos: 1.2" (3 cm)
iCLASS: 31" (B cm)
MIFARE Classic: 2.8" (7 cm

MIFARE DESFlre EV1:1.2" (3 cm)

iCLASS Seos: 2.0" (5 cm)
iCLASS: 4.7" (12 cm)
MIFARE Classic: 4.7" (12 cm)

MIFARE DESFIre EV1; 2.0" (5 cm)

iCLASS Seos: 1.6" (4 cm)
iCLASS: 4.7" (12 cm)

MIFARE Classic: 4.3" (11 cm)
MIFARE DESFire EV1: 1.6" (4 cm)

s Harals
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iCLASS: 1.6” (4 cm)
MIFARE Classic: 1.2" (3 cm)

ICLASS: 1.6” (4 cm)
MIFARE Classic: 1.2" (3 cm)

iCLASS: 2.4" (6 cm)
MIFARE Ciassic: 2.0" (5 cm)

ICLASS: 2.8" (7 ¢cm)
MIFARE Classic: 1.6” (4 cm)

Typlcal Read Range'

B Aol Sk

HID Prox: 2.8" (7 cm)
Indala Prox: 1.6” (4 cm)
EM4102 Prox: 4.3" (11 cm)

HID Prox: 2.8" (7 cm)
Indala Prox: 1.6"” (4 cm)
EM4102 Prox: 4.3" {11 cm)

HID Prox: 2.8" (7 cm)
Indala Prox: 2.0" (5 cm)
EM4102 Prox: 4.3" (11 cm)

HID Prox: 2.8" (7 ¢cm)
indala Prox: 2.0" (5 cm)
EM4102 Prox: 3.1” (8 cm)

[T TS

HID Prox: 1.6" (4 cm)
Indala Prox: 0.8" (2 cm)
EM4102 Prox: 2.8" (7 cm)

HID Prox: 2.0” (5 cm)
Indala Prox: 0.8" (2 cm)
EM4102 Prox: 2.8" (7 cm)

HID Prox: 2.0” (5 cm)
Indala Prox: 1.2" (3 cm)}
EM4102 Prox: 2.8" (7 cm)

HID Prox: 1.6" (4 cm)
Indala Prox: 1.2" (3 cm)
EM4102 Prox: 2.4" (6 cm)

Mini-Mullion Size; physically
HID’s smallest iCLASS
readers and are ideally suited

Mullion Size; physically HID's
second smallest iICLASS
readers and are ideally suited

Wall Switch Size; designed to mount and cover single gang switch

- MIFARE Classic and MIFARE DESFire EV1 custom data models

- FeiiCa™4 CSN, CEPAS* CSN or CAN

Mounting for mullion-mounted door for mullion-mounted door boxes primarily used in the Americas and includes a slotted
installations, U.S. single-gang installations, U.S, single-gang mounting plate for European and Asian back box spacing
J-box (with mud ring) ar any J-box (with mud ring) or any
flat surface flat surface
Color Black
_ Keypad No Yes (4x3)
Dimenslons 1.9” x 41" x 0.9" 19" x 6.0" x 0.9" 3.3"x 4.8" x 1.0" 3.3"x 48" x11”
48cmx103cmx23cm 48cmx15.3cmx 23 cm Bd4cmx122cmx2.4cm 85cmx122cm x 2.8 cm
" Product 9 (Pigtall) 4.00z (114g) _5.202 (1499} 7.80z (222g) Sloz (2589)
Product Walght (Te’:ltlr:l;)l 3.00z (859) 4.30z (1249) 7.602 (2169) 8.0oz (228g)
Op Ing Voltage Range 5-16 VDC, Linear supply recommended
Current Draw - Standard
Power Mode® (mA) | [ b B = .
Current Draw - Intelligent |
Power Management (IPM) 40 40 50 70
Mode? (mA) =
Peak Current Draw -
Standard Power or IPM 200 200 200 200
Mode? (mA) - 1
NSC? Power Consumption -
Standard Power Mode 12 1.2 14 15
(W @16VDC) |
NSC? Power Consumption -
w/ IPM (W @ 16VDC) 0.6 086 0.8 1
Operating Temp B -3 to 1504 F (-35ito 65C)
Storage Temp - -67RQto 1850 F (-55§ to B5H C)
Operating Humldity 5% to 95% relative humidity non-condensing o
Envil tal Rati Indoor/Outdoor IPSS; IPE5 if installed with optional gasket IPESGSKT)
Tr: it F 13.56 MHz & 125 kHz
Secure Identity Object™ (SI0*) on iICLASS Seos, ICLASS SE/SR, MIFARE DESFire EV1 and MIFARE Classic (On by Default)
13.56 MHz Card - standard iCLASS Access Control Application (order with Standard interpreter)
&ompatlhlllty -1S014443A (MIFARE) CSN, 1S014443B CSN, ISO15693 CSN

125 kHz Card Compatibillty

Communications

Panel Connectlon

HID Prox*, AWID*, Indala, EM41024

Optional OSDP with SCP over RS4854
Wiegand/Clock-and-Data Interface 500ft (150m) (22AWG) - Use Shielded cable for best results

Pigtail or Terminal Strip

Certifications

UL294/cUL (US), FCC Certification {US), IC (Canada), CE (EU}, C-tick (Australia, New Zealand),
SRRC (China), MIC (Korea)*, NCC (Taiwany*, iDA (Singapore)*, RoHS , FIPS-201 Transparent FASC-N Reader

Cryto Pracessor Hardware
Common Criterla Rating

EALS+

North America: +1 512 776 9000
Toll Free: 1800 237 7769

Europe, Middle East, Africa: +44 1440 714 850

Patents US7180403, US7439862, US7124943, US5952935, US6058481, US6337619
L, 1| | UL94 Polycarbonate
Manufactured with % of o
(Pigtail) 10.5% n.0% 10.5% - 10.9%
Manufacund with % of
recycled content ﬂhrmlnal | 10.5% N.0% 1.0% 12.3%
UL Ref Numbaer | RPIOE RPISE ~ RP4OE RPK40E
- | Limited Lifetime
! Read range /lsted ls stat:stlcal mean rounded to nearest whale centimeter. HID Global testing occurs in open air. Some
envir ting surface, can sianificantly degrade read range and performance;
plastic or ferrite spacers are recommended ta improve pe; Z on metallic ting surfaces. yshECde.
Measured in accerdance with UL294 standards; See Instal/anon Gulde for Details.
T NSC = Normal Standby Current; See Installation Guide for Details.
4 Not available on 9xxL part numbers. Groanlirch
| CERTIFIED

Asia Pacific: +852 3160 9800
Latin America: +52 55 50811650

hidglobal.com

ASSA ABLOY

An ASSA ABLOY Group brand

© 2016 HID Global Corparation. All rights reserved. HID, the HID logo, multiCLASS SE, iCLASS SE, iCLASS, Seos, Indala, HID Prox, Secure Identity
Object, $I0, Tursted Identity Platform, TIP and iCLASS Elite are trademarks or registered trademarks of HID Global in the U.S. and/or other

countries. Ak other tradematks, service marks, and product or service names are trademarks or registered trademarks of thelr respective cwners,
2016-05-18-hid-multiclass-se-readers-ds-en PLT-00303
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